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Liner Speci�cations 
MATERIAL USED 
Polypropylene �lm 

LINER DIMENSIONS 
Diameter: 23.3" (+0.25"/-0") 
Height: 40" (+0"/-2") 
Average thickness: 4 mil (+/-10%) 

WEIGHT 
8.0 oz. (+/-10%) 

TEMPERATURE PARAMETERS 
High: 290˚F 
Low: 35˚F 

Packaging Speci�cations
CARTON WEIGHT
55 lbs.

CARTON DIMENSIONS
Length: 39" 
Width: 145" 
Height: 13.5”

QUANTITY/CASE
100

PACKAGING STYLE
Rolled

TYPICAL APPLICATIONS: International Plastics round-bottom liners can be used for shipping or storing 
nearly any wet or dry product, viscous or thin liquid, powder, particulate or paste. Use of FDA- approved 
polypropylene allows DLRB43840PP to come in contact with food. This product is especially recommended 
for applications, such as food products that must be boiled, batch materials that pour better when heated, 
distilling/separation processes, moisture sensitive products, as well as greases and oils.

International Plastics Inc. warrants that its products will be free from defects in material and workmanship for one-hundred eighty (180) days after the date of delivery. Warranty claims must be 
made in writing no later than �ve (5) business days after the expiration of the warranty period. International Plastic's obligations under this warranty are limited solely to replacement of such 
products as are proven to be defective after International Plastic's inspection. Prior to use, the user shall independently determine the suitability of the products for the user’s intended use and 
user assumes all risk and liability whatsoever in connection therewith. INTERNATIONAL PLASTICS EXPRESSLY DISCLAIMS AND EXCLUDES ANY AND ALL WARRANTIES, EXPRESSED OR IMPLIED, 
INCLUDING BUT NOT LIMITED TO IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE RELATING TO THE USE OR PERFORMANCE OF INTERNATIONAL PLASTICS 
PRODUCTS. INTERNATIONAL PLASTICS SHALL NOT BE LIABLE FOR PERSONAL INJURY OR PROPERTY DAMAGE UNLESS CAUSED SOLELY BY International Plastic’S NEGLIGENCE. INTERNATIONAL 
PLASTICS SHALL NOT BE LIABLE FOR LOSS OF PROFIT OR OTHER SPECIAL, INDIRECT, INCIDENTAL OR CONSEQUENTIAL DAMAGES ARISING OUT OF THE USE OF INTERNATIONAL PLASTICS 
PRODUCTS, REGARDLESS OF THE LEGAL THEORY ON WHICH THE CLAIM IS BASED AND EVEN IF INTERNATIONAL PLASTICS HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 

The form-�t, round-bottom shape of the DLRB43840PP minimizes wrinkles and folds, thus reducing stress that 
often tears �at-seam designs and allows complete recovery of valuable product from 55-gallon drums. 
Polypropylene �lm allows this liner to be used at temperatures up to 290°F. Standard, 4-mil �lm provides a 
contoured �t and delivers the best value. The liner is designed for easy installation and can be simply twisted and 
tied o� to protect contents. Its �exible, heat-sealed construction is uniformly liquid tight. 

International Plastics Round-bottom Drum Liner
www.interplas.com/55-gallon-4-mil-round-bottom-drum-liners-38-x-40-p-dlrb43840pp


